
W120 / W180
The workbench range 
to suit all requirements



BAHCO’s premium quality W120 and W180 series offer the right
workbench for all workshop applications. The range includes six
lockable workbench models made from BAHCO quality steel with
smooth-running drawers. 
They are delivered as a kit and are quick and easy to assemble.

Tailor-made quality that lasts

Workbench Range W120
Components:  
Comprising the following basic components made of sheet metal steel:
• 2 cheeks, back panel, base, front and rear grid rails
• Depending on the model: drawer, hinged doors, 2 shelves (see table)t

Design features:  
• Spring-loaded pin hinges for the doors
• Individual door locking with cylinder lever lock,

2 keys, master key system
• Drawer on roller guides (pulls out 4/5)

Additional fittings:
• Ball bearing guides, handle rails, assembly accessories, 

assembly instructions

Dimensions: 
• Work top: 1200 x 600 x 35 mm (W x D x thickness)
• Cabinet: 1100 x 800 x 525 mm (W x H x D)
• Working height: 835 mm
• Interior dimensions of drawers: 468 x 64 x 488 mm (W x H x D)

Front dimensions of drawers: 500 x 125 (W x H)
• Transport box: 1240 x 640 x 300 mm

Product code EAN code Work top Drawer Hinged door Shelf Weight
731415+

W120SL1 3013637 1 1 – 2 42 kg

W120SL1-D1 3013644 1 1 1 2 44 kg

W120SL2-D2 3013651 1 2 2 2 49 kg

Workbench W120SL2-D2

W120: 1200 x 600 x 835 mm

Workbench W120SL1-D1

Workbench W120SL1

Load capacities:
• Drawer compartment: 25 kg
• Shelves:  25 kg
• Workbench total: 250 kg

Finish:
• All painted steel components (carcass and fronts) have

been powder-coated with polyester epoxy resin
• Back panel, drawer trays and shelves are made of 

hot-dip galvanised sheet steel
• Colours: carcass in RAL 2004 (orange)

Fronts in RAL 7021 (black)

Work top:
• High-strength beech multiplex board, 

15-ply laminated wood, 35 mm thick



Design features:  
• Spring-loaded pin hinges for the doors
• Individual door locking with cylinder lever lock,

2 keys, master key system
• Drawer on roller guides (pulls out 4/5)

Additional fittings:
• Ball bearing guides, handle rails, assembly accessories, 

assembly instructions

Dimensions: 
• Work top: 1800 x 600 x 35 mm (W x D x thickness)
• Cabinet: 1700 x 800 x 525 mm (W x H x D)
• Working height: 835 mm
• Interior dimensions of drawers: 468 x 64 x 488 mm (W x H x D)

Front dimensions of drawers: 500 x 125 (W x H)
• Transport box: 1840 x 640 x 300 mm

Workbench W180SL2-D2

W180: 1800 x 600 x 835 mm

Load capacities:
• Drawer compartment: 25 kg
• Shelves:  25 kg
• Workbench total: 250 kg

Finish:
• All painted steel components (carcass and fronts) have

been powder-coated with polyester epoxy resin
• Back panel, drawer trays and shelves are made of 

hot-dip galvanised sheet steel
• Colours: carcass in RAL 2004 (orange)

Fronts in RAL 7021 (black)

Work top:
• High-strength beech multiplex board, 

15-ply laminated wood, 35 mm thick

Workbench Range W180
Components: 
Comprising the following basic components made of sheet metal steel elements:
• 4 cheeks, 2 back panels, 2 base units, centre bracket (only on W180SL3 and W180SL3-D1)
• Depending on the model: drawer, hinged doors, 2 shelves (see table)

Product code EAN code Work top Drawer Hinged door Shelf Weight
731415+

W180SL3 3013668 1 3 – 2 65 kg

W180SL3-D1 3013675 1 3 1 2 67 kg

W180SL2-D2 3013682 1 2 2 2 64 kg

Workbench W180SL3

Workbench W180SL3-D1
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Workbenches Kombinetta

FAX REPLY
I would like to receive information on the following
products. Please forward your current brochures as
ticked below.

Workshop roll cabinets MS7029ENG

Workbenches Kombinetta MS7043ENG

Mechanical torque wrenches MS7030ENG

Electronic torque wrenches MS7053ENG

Pullers and extractors MS7026ENG

Impact tools and bits MS7027ENG

Surname/first name

Company

Position held

Address

Post code

Tel./ fax 

E-mail

For a well equipped workshop

Workshop roll cabinets
and accessories

Pullers and extractors Impact tools and bitsMechanical torque wrenches Electronic torque
wrenches

www.bahco.com


